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Menu

FUTEK USB Software

File Edit View Format Help

Display Mode | Data Logging Mode | Live Graphing Mode | Calibration Mode

Display Table | Sum Channel | Math Channel

Ch# Status SN Reading Units
1 . Enabled = 343601 0.000 mV/A/

1. Load Default Settings ¢ This will load the default display, data logging, live
graphing, color and font settings of the software.

2. Load Saved Settings ¢+ This will load the previously saved changes to the display,
data logging, live graphing, color and font settings.

3. Save Current Settings ¢ This will save the current changes to the display, data
logging, live graphing, color and font settings.

4. Global Mode ¢ This mode allows the user to control all of the channels at the
same time instead of changing the settings for each one individually. Some
features in this mode are only applicable if all of the USB Kits are the same model.

5. Exit ¢ This will close the application.

Edit
6. Displ ay Table ¢+ This feature allows the user to change the heading of the
columns on the Display Table.

View
7. Minimize ¢ This feature allows the user to minimize the columns on the Display
Table that are not being used.

Format

8. Font ¢ This allows the user to change the font of the Display Table.

9. Background Color ¢ This allows the user to change the background color of the
menu, form, panel, display, highlight, and status.

10. Foreground Color ¢ This allows the user to change the foreground (text) color of
the menu, tracking mode, peak mode, valley mode, and status.
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Help

11. Additional Information ¢ This feature allows the user to view the sensor
properties and the unit conversions.

12. About FUTEK USB Software ¢ This feature allows the user to view information
about the software and the manufacturer.
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Display Mode

Display Table

This tab displays all of the relevant information that is related to the reading of each
channel. The settings of each channel can be controlled individually from the right click
menu.

FUTEK LISB Software

File Edit Wiew Format Help

Display Made | Data Logging Mode | Live Graphing Mode | Calibration Mode

Display Table | Sum Channel || Math Charnel

Ch# Status SN Reading Units
... Enabled  © 343601

Enabled 343602

—» Channel 1 Settings 3
L hode

—p Reset
—» Tare ! Gross

—p Convert Units

»
3
b
—p Decimal Format ]
»
—» Sampling Rate 3

3

L Average Setting

E Linearization

—» Shurt Yerification

—» Display Refresh Rate 3

@?@?@?@?@?@

How to Change the Display Table Settings

1. Click on the channel whose settings will be changed, so it turns gray (see figure
above).

2. Right click anywhere on the Display Table tab and select the desired settings to
change for that channel. The description for each setting is shown below.
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Features

3. Channel X Settings ¢ This allows the selection of each channel in order to change
the settings for that specific channel. The first method, mentioned above, would
be to left click on the channel so it turns gray first, before right clicking.

4. Mode ¢ This allows the selection of the display mode. This feature is useful
when monitoring clockwise and counter clockwise torque values, tension and
compression load values, and pressure values. Each mode can be useful
depending on the application or type of test being performed. Examples are
listed below the description of each mode.

5. Reset

Tracking Mode ( ) ¢ This mode allows continuous readings to be
displayed on the screen.
For example: This mode would be useful in monitoring a live test.

Peak Mode ( ) ¢ This mode allows a peak (high) reading to be
displayed on the screen. The peak reading will only change if a reading
greater than the current peak reading is registered.

For example: This mode would be useful in measuring the greatest torque
or load value in the positive direction.

Valley Mode ( Blue) ¢ This mode allows a valley (low) reading to be
displayed on the screen. The valley reading will only change if a reading
less than the current valley reading is registered.

For example: This mode would be useful in measuring the greatest torque
or load value in the negative direction.

Peak Resett This function allows the max peak value shown to be reset
back to zero so further peak values can be observed.

Valley Reset ¢ This function allows the max valley value shown to be
reset back to zero so further valley values can be observed.

6. Tare/ Gross

Tare ¢ This function allows any existing preloads or readings to be zeroed
out or nullified on the screen.
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For example: This function should be used before performing any tests or
calibrations in order to receive an accurate reading.

Gross ¢ This function shows the actual value of the display, including the
true zero reading.

7. Decimal Format ¢ This function allows the user to select how many digits after
the decimal point to display. More digits after the decimal point can be used for
measuring lower loads with relatively large units.

8. Convert Units t This function allows the output units to be converted to a
desired unit by selecting from the list available in the pull down menu. A unit
can only be converted to another unit of the same type of measurement.

For example: Ib to kg, N-m to ft-1b, or psi to bar

9. Sampling Rate ¢ This function allows the user to select the number of samples
taken per second. A higher sampling rate would be desired for dynamic
applications, whereas a lower sampling rate would be sufficient for static
applications. Selecting different values for the sampling rate will affect the
number of bits of resolution.

Frequency (Hz) | USB210 | USB220 | USB230 | USB210 | USB220 | USB230
2.5 18.2 - 21.2 16.2 - 18.7
5 - 22 20.8 - 19.5 18.3
10 18 215 20.3 16 19 17.9
15 - - 20 - - 17.7
20 17.7 - - 15.7 - -
25 17.6 - 19.7 15.6 - 17.5
30 17.4 - 19.5 15.4 - 17.1
50 17 20.5 19.3 15 17.5 16.9
60 16.8 20.5 19.2 14.8 17.5 16.8
80 16.4 - - 14.4 - -
100 16 - 18.8 14 - 16.4
150 14.8 19.5 - 12.8 17 -
200 14.4 - - 12.4 - -
250 14 - - 12 - -
300 13.6 19 - 11.6 16.5 -
500 12 - 17.7 10 - 15.3
600 - - - - - -
750 11 - - 9 - -
960 - 18.5 - - 15.5 -

10 Thomas, Irvine, CA 92618 USA T (949) 4650900 F (949) 4650905 futek@futek.com www.futek.com



FUTEK USB SoftwareVersion2.000Us er 6 s Manu all 9

1000 10 -- 17.3 8 -- 14.6
1200 -- -- -- -- -- --
1600 -- -- -- -- -- --
2000 -- -- 16.9 -- - 14.3
2400 -- 17.5 -- -- 15.5 --
3750 -- -- 16.4 -- - 13.7
4800 -- 17 -- -- 14.5 -
7500 -- -- 16 -- -- 13.4
15000 -- -- 15.7 -- - 12.9

10. Average Setting ¢ This function allows the number of samples taken, before an
average is calculated, to be changed. Selecting a higher number of samples will
result in a steadier reading.

Disable Average t This function stops averaging any samples and
updates the display as the input is read.

Moving Average ¢ This function is used to smooth out fluctuations in the
Ul OUOUzZUwOUUxUUB wwuwudUwl EET wOl PwUEOx Ol Ow
a new average is calculated.

Mean Average ¢ This function is used in static applications where the
output changes slowly over time. The mean average waits until the
number of samples to average has been received before calculating the
average.

11. Linearization ¢ This feature takes into account the nonlinearity of the sensor and
compensates for it. This function is useful for sensors whose nonlinearity does
not meet specifications.

12. Shunt Verification ¢ This feature is used to verify the calibration of a sensor.
When shunted, the value should be close to the initial shunt value on the
calibration certificate. If the value is significantly off, then the sensor would need
to be recalibrated.

13. Display Refresh Rate ¢ This function allows the user to select how fast the
readings will update on the display.
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Sum Channel

This feature allows the user to add multiple channels into one reading that is shown on
the Display Table tab. It can be used to find the total weight that a scale using multiple
sensors is supporting.

FUTEK USB Software EE&E

File Edit Wiew Format Help

Display Mode | D1ata Logging Mode || Live Graphing Mode | Calibration Mode

plisplay Table | Sum Channel | b ath Channel

CICKS

Enable Sum Channel Sum Channel
{% Enable Channel ] [ Channel 1 * ] Channel 9
b Sum Values Channel 2 Channel 10
Tracking Yalus Chanrel 2 Channel 11
Peak Value Channel 4 Channel 12
Valley Value Channel & Channel 13
Clear Sum Settings Channel & Channel 14
> Clear Sum Setfings Channel 7 Channel 15
Sum Decimal Format Chanrel & Channel 16

» | 0.000 -

Sum All Channels

» Sum Al Channels

H

How to Use the Sum Channel

o

Click Enable Channel.

Select the values that will be summed (tracking, peak, or valley).

Select the channels that will be added together.

Click on the Display Table tab. The Sum row will be displayed with the
appropriate reading (see figure below).

10 Thomas, Irvine, CA 92618 USA T (949) 4650900 F (949) 4650905 futek@futek.com www.futek.com




FUTEK USB SoftwareVersion2.000Us er 6 s Manu all 11

FUTEK USB Software

File Edit View Format Help

Display Mode | Data Logging Mode | Live Graphing Mode | Calibration Mode

Displap Table | Sum Channel | Math Channel

Ch# Status SN Reading Units

Enabled

Other Features

5. Clear Sum Settings ¢ This will clear the sum value and reset all of the summing
functions to default settings.

6. Sum Decimal Format ¢ This setting changes the number of decimal places in the
reading.

7. Sum All Channels ¢ This feature will enable the addition of all the channels
available.
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Math Channel

This feature allows the user to perform simple mathematical calculations on the live
reading. With the proper scale factor, this feature can be used to convert units of a live
reading to a custom unit that is not available on the Display Table.

FUTEK LISB Software

File Edit WView Format Help

Display Mode | Data Lagging Mode | Live Graphing Mode | Calibration Mode

pDisplay Table | Sum Channel | Math Channel

Enable Math Channel Show Calculator

@
@ {% Enable Channel ] [ Show Calculato ]
@

» - MathValues

Tracking ¥ alue
Peak Yalue
Walley Value

Clear Math Settingz

» Clear Math Settings

©

I ath Decimal Format

@ » | 0.000 v

I ath Channel Urits

@) >

How to Use the Math Channel

1. Click Enable Channel.

2. Select the values that will be used in the calculation (tracking, peak, or
valley).

3. Click Show Calculator , and perform the appropriate calculation to the
desired channel.

4. Close the calculator and click the Display Table tab. The Math row will be
displayed with the appropriate calculations (see figure below).
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FUTEK USB Software

File Edit View Format Help

Display Mode | Data Logging Mode | Live Graphing Mode | Calibration Mode

Displap Table | Sum Channel | Math Channel

Ch# Status SN Reading Units

Enabled

Other Features

5. Clear Math Settings ¢ This will clear the calculation and reset the math
channel functions to default settings.

6. Math Decimal Format ¢ This setting changes the number of decimal places
in the reading.

7. Math Channel Units ¢ The units entered here will be shown on the Display
Table tab for the Math row.
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Math Channel Calculator

This feature allows the user to perform simple mathematical calculations. It performs
all of the functions found on a standard calculator such as: multiplication, division,
addition, subtraction. There are several memory functions including: memory clear,
memory recall, memory store and memory plus. The calculator also includes functions
for finding the square root and inverse (reciprocal) of a number. One feature that is
unique to the math channel calculator is the CH key which should be used when
applying a calculation to one of the channels. The user should press the CH key
followed by the number of the channel.

Calculator

File

Calculataor

| nfis Matatian

Postfis Maotation

Crome ) (e ) ]
CinhnnE
(] (DEIE)C]E
(] DGO

-

[+ I
L
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Data Logging Mode

Data Logging Settings
This tab allows the user to set all of the necessary parameters to begin logging data.

Note: The use of the Data Logging feature requires Microsoft Excel.

FUTEK USB Software EE®E)
File Edit Wiew Format Help

Digplay Mode | Data Logging Mode | Live Graphing Mode | Calibration Mode

DataLogging Settings | Data Logging Graph | Data Logging Properties | Data Logging T able

[ata Logging Test Duration
@ » Test Setup Hours
@ { »  Set Parameters Minutes
@ { » Create File Fath Seconds
@ { > Start Test Microsoft Excel Options
Enable &uto Chart
Dizable Auta Chart

How to Setup and Start a Data Logging Test

1. Click Test Setup to modify the Test Duration and Microsoft Excel Options.
Set the duration of the test.

Enable / Disable the Auto Chart option.

Click Set Parametersto lock the settings.

Click Create File Path, and specify a filename and path for the data file.
Click Start Test to begin the test. The test will be complete after the
predetermined test duration and the data will be exported to an Excel file.
The data file will open and the USB Software will automatically graph the
recorded data onto the Data Logging Graph tab.

ook wwn
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Data Logging Graph

This tab is used to view a graph of the data collected from the data logging test. The
tracking, peak, and valley values are shown for each channel that is enabled.

FUTEK LISB Software

File Edit Wiew Format Help

Dizplay Mode | Data Logging Mode | Live Graphing Mode || Calibration Mode

Data Logging Settings | Data Logging Graph | D ata Logaging Properties | Data Logging T able
Data Logging Graph

CD/_ (3)—>Gra|)h Channel 1 >|

| 4 Graph Range 4 ' ne
3
% — 5 Graph Options
= -0.06-
=
o _
5
= |
-0.08 x i -
@/ 0 1 2 3 4 5 6 7 8 9 10
Sample Number
Color SIN (Mode) {X,Y} Coordinates Color S/N (Mode) {X.Y} Coordinates
343601 Tracking {X=10, Y=-0.061} = 343601 Valley {X=10, Y=-0.061}

343601 Peak {X=10, Y=0}

How to Zoom In and Out

Zoom In ¢ click and drag a rectangular box on the graph. The highlighted area
will be zoomed into.

Zoom Out ¢
1. Click the button on the y-axis to zoom out from the y-axis.
2. Click the button on the x-axis to zoom out from the x- axis.

How to View a Graph from another Channel

3. Right click on the graph, and select Graph Channel. Select the desired channel to
graph from the pull down menu.
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How to Change the Graph Range

4. The graph range of the x-axis can be changed by selecting the graph range and

specifying a maximum value to graph to.

How to Change the Graph Options

5. Right click on the graph, and select Graph Options (see section below for

descriptions of each tab).

Graph Options
File Refresh Graph

A 4 v v v

B ackground Calar

v v

Foreground Color

v

Color | Font | Label || Legend | Series | s-twis | Y-tz

[ Chart [ ] A

[ Control [ 1 Control

[ Legend | Legend

Grid Calor Cursor Colar

| Major Gridiines | Cursor Line
Minar Gridines | ¥CursorLine

[ #-Curzor Selection

tinar Tick b arks

]
]
]
]

[
[ b ajor Tick karks
[

[ Y'-Curzor Selection

]
]
]
]

#-Curzor | %-Cursar

10 Thomas, Irvine, CA 92618 USA T (949) 4650900 F (949) 4650905 futek@futek.com www.futek.com




FUTEK USB SoftwareVersion2.000Us er 6 s Manu all 18

Graph Options

The graph options are used to change the various settings that control how the graph is
displayed.

1. Color ¢ This tab allows the user to change the color of the background,
foreground (text), grid, and cursor.

2. Font ¢ This tab allows the user to change the font settings (font, style, size) for
the title, x and y axes titles and labels, and legend.

3. Label ¢ This tab allows the user to change the titles of the graph, x-axis, and y-
axis.

4. Legend ¢ This tab allows the user to change the alignment and docking location
of the legend.

5. Seriest This tab allows the user to change the line border width of the graph
that is plotted.

6. X-Axis ¢ This tab allows the user to change the settings of the x-axis (grid
interval, tick mark intervals, and min. and max. value).

7. Y-Axis ¢ This tab allows the user to change the settings of the y-axis (grid
interval, tick mark intervals, and min. and max. value).

8. X-Cursor t This tab allows the user to change the settings of the x-axis cursor
(cursor interval, line width, and selection start and end).

9. Y-Cursor t This tab allows the user to change the settings of the y-axis cursor
(cursor interval, line width, and selection start and end).
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Data Logging Properties

This tab shows the status of each channel that is plugged in, whether it is enabled or
disabled. It can be used as a reminder to the user as to which channels has enabled or
disabled when first starting the software.

FUTEK USB Software

File Edit View Format Help

Display Mode | D'ata Logging Mode | Live Graphing Mode | Calibration Mode

Data Logging Settings | Data Logging Graph |i Data Logging Fraperties | [ ata Logging T able
Channel Status Serial Number

1 Enabled 343601

2 Enabled 343602

3 Disabled

4 Disabled

5 Disabled

6 Disabled

7 Disabled

8 Disabled

9 Disabled

10 Disabled

11 Disabled

12 Disabled

13 Disabled

14 Disabled

15 Disabled

16 Disabled

Record: . 1o 160
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Data Logging Table

This tab shows a table of the samples recorded during the data logging session. It can
be used as a reference instead of opening the Excel sheet that has been exported after
the data logging session has been completed.

FUTEK USB Software

File Edit View Format Help

Display Mode | D'ata Logging Mode | Live Graphing Mode | Calibration Mode

['ata Logging Settings | Data Logging Graph | Data Logging Properties i

Sample Number Number of Samples ADC Value Tracking Value Peak Value Valley Value Date Tim*
0 1 8362226 0.061 0 0.061 1/18/2011 1/18
1 1 8362155 0.061 1} 0.061 1/18/2011 1/14
2 1 8362181 0.061 0 0.061 1/18/2011 1/14
3 1 8362208 0.061 0 0.061 1/18/2011 1/148
4 1 8362134 0.061 0 0.061 1/18/2011 1/14
5 1 8362220 0.061 0 0.061 1/18/2011 1/14
6 1 8362154 0.061 0 0.061 1/18/2011 11148
7 1 8362174 0.061 0 0.061 1/18/2011 1/14
8 1 8362209 0.061 0 0.061 1/18/2011 1/148
9 1 8362123 0.061 0 0.061 1/18/2011 1/148
10 1 8362224 0.061 0 0.061 1/18/2011 1/14
1 1 8362178 0.061 0 0.061 1/18/2011 1/14
12 1 8362189 0.061 0 0.061 1/18/2011 1/14
13 1 8362201 0.061 0 0.061 1/18/2011 1/14
14 1 8362152 0.061 0 0.061 1/18/2011 1/14
15 1 8362228 0.061 0 0.061 1/18/2011 1/14
16 1 8362162 0.061 0 0.061 1/18/2011 1/18
17 1 8362169 0.061 1} 0.061 1/18/2011 1/14
18 1 8362197 0.061 0 0.061 1/18/2011 1/14
19 1 8362151 0.061 0 0.061 1/1872011 118,
Record: . 1or 25 b1 ¢ >

Excel features

A few of the tabs previously described, such as the Data Logging Graph, Data Logging
Properties, and Data Logging Table, can also be found in the Excel file that has been
exported after the data logging test. They can be found in the tabs at the bottom of the
Excel file.

82

83 -
4 4 » » | 343601 343601 Chart 343601 Properties 343602 343602 Chart 343602 PrDDEI‘tiﬁl 4 | il | 3 m
Ready ”ﬁ O] (1], 2008 G} ) d‘)
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Live G raphing Mode

Live Graph Settings

This tab allows the user to set all of the necessary parameters to begin live graphing. It
will also allow the user to log the data that has been graphed.

Note: The use of the Live Graphing feature requires Microsoft Excel.

FUTEK USB Software CEE]
File Edit WView Format Help

Display Mode | Data Logging Mode | Live Graphing Mode | Calibration Mode

Live Graph Settings | Live Graph || Live Graph Properties | Live Graph Table

Live Graph Teszt Duration
@ > Test Setup Hours
@ {; Set Parameters Minutes
@ {; Create Filz Path Seconds
@ > Start Test Test Interval
@ {> Stop Test Hours
Minutes
Seconds
Refresh Fate

Seconds

Samples to Display

Samples

Microzaft Excel Options
Enable &uta Chart

Dizable Auto Chart

How to Setup and S tart a Live Graph

1. Click Test Setup to modify the live graph parameters.
2. Set the Test Duration, Test Interval, Refresh Rate, and Samples to Display and
Enable / Disable the Auto Chart option.
a. Test Duration ¢ The amount of time the test will last.
b. TestInterval + The amount of time in between each sample taken by the
software.
For example: A test duration of 10 seconds with an interval of 1 second
will yield 10 data points.
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c. Refresh Ratet The number of seconds between each Live Graph screen
update.
d. Samples to Display + The number of samples that will be displayed
during the live graphing test.
For example: The size of the x-axis window.
e. Enable / Disable Auto Chart ¢ The software will automatically generate a
chart for the data saved in an Excel file.
3. Click Set Parametersto lock the settings.
Click Create File Path and specify a filename and path for the data file.
5. Click Start Test to begin the test. The tab will automatically switch from Live
Graph Settings to Live Graph once the test has begun. It will complete after the
predetermined test duration and export the data to an Excel file.

&

Note: The data logging performed during Live Graphing Mode is slower than the data
logging performed in Data Logging Mode due to the software updating the graph. If
higher data logging speeds are required for certain tests, use the Data Logging Mode.

Other Features

6. Stop Testt This will stop the test immediately, and show the recorded samples
on the Live Graph Table tab, but will not export the data to an Excel file.
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Live Graph

This tab is used to view the live graph as the test is being performed. The tracking,
peak, and valley values are shown for each channel that is enabled.

FUTEK LISB Software

File Edit Wiew Format Help

Dizplay Mode | Data Logging Mode | Live Graphing Mode | Calibration Mode
Live Graph Settings | Live Graph | Live Graph Properties | Live Graph Table
Live Graph
-0.04
1 —| &
E _
= 0.06-
(=] -
i Graph All Channels
= ’é}—b Graph Options ...
— -] 'i'
-0.08 < T L : >
@/ 0 1 2 3 4 5 6 7 8 9 10
Sample Number
Color S/N (Mode) {X.,Y} Coordinates Color S/N (Mode) {X,Y} Coordinates
343601 Tracking {X=0,Y=0.000) —— 343602 Tracking {X =0, Y = 0.000}
343601 Peak {X=0,Y = 0.000} 343602 Peak {X=0,Y = 0.000}
—— 343601Valley  {X=0,Y=0.000) = 343602Valley {X =0, Y = 0.000}

How to Zoom In and Out

Zoom In ¢ click and drag a rectangular box on the graph. The highlighted area
will be zoomed into.

Zoom Out ¢
1. Click the button on the y-axis to zoom out from the y-axis.
2. Click the button on the x-axis to zoom out from the x- axis.

How to Change the Graph Options

3. Right click on the graph, and select Graph Options (please refer to the
Graph Options Section for more information).
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Live Graph Properties

This tab shows a table of the data points recorded during the live graphing session. It
can be used as a reference instead of opening the excel sheet that has been exported
after the live graphing session has been completed.

FUTEK USB Software

File Edit View Format Help

Display Mode | Data Logging Mode | Live Graphing Mode | Calibration Mode
Live Graph Settings | Live Graph
Channel Status Serial Number
Enabled 343601
2 Enabled 343602
3 Disabled
4 Disabled
5 Disabled
6 Disabled
7 Disabled
8 Disabled
9 Disabled
10 Disabled
11 Disabled
12 Disabled
13 Disabled
14 Disabled
15 Disabled
16 Disabled
Record: . 1lor 16 0L
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Live Graph Table

This tab shows a table of the data points recorded during the live graphing session. It
can be used as a reference instead of opening the Excel sheet that has been exported
after the live graphing session has been completed.

FUTEK USB Software

File Edit View Format Help

Display Mode | Data Logging Mode | Live Graphing Mode | Calibration Mode
Live Graph Settings | Live Graph | Live Graph Properties
Sample Number Number of Samples ADC Value Tracking Value Peak Value Valley Value Date Tim*
0 1 8362475 .06 0 0.06 1/18/2011 1/14
1 1 8362553 0.06 0 0.06 1/18/2011 1/14
2 1 8362553 0.06 0 0.06 1/18/2011 1/14
3 1 8362553 0.06 0 0.06 1/18/2011 1/18
4 1 8362553 0.06 0 0.06 1/18/2011 1/14
5 1 8362535 0.06 0 0.06 1/18/2011 1/18
6 1 8362535 0.06 0 0.06 1/18/2011 1/148
7 1 8362535 .06 0 0.06 1/18/2011 1/14
8 1 8362535 0.06 0 0.06 1/18/2011 1/18
9 1 8362506 0.06 0 0.06 1/18/2011 1/14
10 1 8362506 .06 0 0.06 1/18/2011 1/14
11 1 8362506 0.06 0 0.06 1/18/2011 1/18
12 1 8362581 0.06 0 0.06 1/18/2011 1/148
13 1 8362581 .06 0 .06 1/18/2011 1/14
14 1 8362581 0.06 0 0.06 1/18/2011 1/14
15 1 8362581 0.06 0 0.06 1/18/2011 1/14
16 1 8362478 .06 0 0.06 1/18/2011 1/14
17 1 8362478 0.06 0 0.06 1/18/2011 1/14
18 1 8362478 0.06 0 0.06 1/18/2011 1/18
19 1 8362478 0.06 0 0.06 1/18/2011 1/18.,
Record: { 1or sz 1< ¥
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Calibration Mode

Calibration

This tab allows the user to set all of the necessary parameters to perform a live
Calibration. This version of the software is only available upon request.

Please contact the FUTEK Sales Team.

FUTEK LUSB Software

File Edit WView Format Help

Display Mode | Data Logging Mode | Live Graphing Mode | Calibration Mode

Calibration | Scale Method

Calibration Direction 1| Calibration Direction 2

Setup Calibration Serial Mumber
Set Parameters One Direction
Generate Test Twio Directions
Sawve Parameters Capacity 1
Save Calibration Capacity 2
Direction 1
Cancel Calibration Directian 2
Output Unitz

Loading Foints

Decimal Paints

Record: 14 4 of 0k Rk
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Scale Method

This tab allows the user to set all of the necessary parameters related to the Scaled
Method of Calibration. It will also allow the user to log the data that has been graphed.

FUTEK LISB Software

File Edit

View Format Help

@ »E nable Scale Methad Serial Murnber
Sale Methad Full Scale 1 [mif5)
@ {Setup Scale Method | Full Scale 2 (mA)
@ [> SetPaameters | Full Scale 1 (Capaciy) :
@ [ Save Parameters | Full Scale 2 (Capacity]
Output Uitz

Display Mode | Data Logging Mode || Live Graphing Mode | Calibration Mode

Calibration | Scale Method

Enable Scale Method Parameters

How to Use the Scale Method

1. Click Enable Scale Method.
2. Click Setup Scale Method to enter the Scale Method Parameters.
3. Set the Full Scale (mV/V), Full Scale (Capacity), and Output Units.

a.

® 0 0T

f.

Serial Number ¢ The serial number to apply the scaling to.

Full Scale 1 (mV/V) t The positive full scale value expressed in mV/V.

Full Scale 2 (mV/V) ¢ The negative full scale value expressed in mV/V.

Full Scale 1 (Capacity) + The positive full scale value in engineering units.
Full Scale 2 (Capacity) ¢+ The negative full scale value in engineering units.
Output Units ¢ The engineering units that will be applied when scaling.

4. Click Set Parametersto lock the settings.
5. Click Save Parametersto save the scale method settings for future use.
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Additional In formation

Sensor Properties

This tab allows the user to view the current Sensor Properties for each channel. The
table displays information related to the Software and Firmware settings.

Additional Information

File
Additional Information

Senzor Froperties | Unit Conversions

Property Type Property Name Property Value A
Software Channel Number 1 " Select Channel N | E_'
Software Display Mode Tracking

Software Tare Value 0
Software Decimal Format 0.000 @/

Software Conversion Units mvV/v/

Software Linearization Mode True

Software Global Mode False

Firmware Sensor ldentification Number 343601

Firmware Type of Board USB210

Firmware Hardware Version 001

Firmware Firmware Version 004

Firmware Firmware Year 2010

Firmware Firmware Month October

Firmware Number of Loading Points 10

Firmware Unit Code mvV/\/

Firmware Decimal Point 2

Firmware Direction 1 Compression

Firmware Offset Load 0.00 mV/V

Firmware Loading Point 1 Load 1.00 mVi/V =
Recard: . 1of 44 0

1. Right click on the sensor properties table, and select a channel from the
drop down list. The table will be updated with the sensor properties for the
channel selected.
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Unit Conversions
This tab allows the user to view all of the available unit conversions.

Additional Information

File

Additional Information
Sensor Properties
Unit Type Conversion Convert From From Unit | Convert To To Unit Scale Factor Offset -
Current 0 microampere |pA microampere pA 1 0
Current 1 microampere pA milliampere mA 0.001 0
Current 2 microampere |pA ampere A 1E06 0
Current 3 milliampere mA microampere pA 1000 0
Current 4 milliampere mA milliampere mA 1 0
Current 5 milliampere mA ampere A 0.001 0
Current 6 ampere A microampere pA 1000000 0
Current 7 ampere A milliampere mA 1000 0
Current 8 ampere A ampere A 1 0
Displacement 9 millimeter mm millimeter mm 1 0
Displacement 10 millimeter mm centimeter cm 0.1 0
Displacement 11 millimeter mm decimeter dm 0.01 0
Displacement 12 millimeter mm meter m 0.001 0
Displacement 13 millimeter mm kilometer km 1E06 0
Displacement 14 millimeter mm inch in 0.03937008 0
Displacement 15 millimeter mm foot ft 0.00328084 0
Displacement 16 millimeter mm yard yd 0.001093613 O
Displacement 17 millimeter mm mile mi 6.213712E07 0O
Displacement 18 centimeter cm millimeter mim 10 0
Displacement 19 centimeter cm centimeter cm 1 0 3
Record: { 1lor e7o (k0

There are several unit types including: Current, Displacement, Force, Pressure,
Temperature, Torque and Voltage. The table includes the unit to convert from and the
unit to convert to as well as the scale factor and offset values.
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About

About FUTEK USB Software

This form allows the user to view all of the information about the software and the
manufacturer.

About FUTEK USB Software 3]
File
ADVANCED SENSOR TECHNOLOGY, INC
Product Name: FUTEK USB Software
Software Version: Extended Version 2.0.0.0 (32-bit)
Copyright: © 2009 - 2011 FUTEK Advanced Sensor Technology, Inc.
All rights reserved.
Address: 10 Thomas, Irvine CA 92618
Toll Free: (800) 23-FUTEK
Telephone: (949) 4650900
Fax: (949) 4650905
Email: fute utek.com
Website: www.futek.com
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Minimum System Requirements

Hardware Requirements

Hardware

Minimum Requirements

Recommended

Computer Processor

800 MHz 32-bit (x86)
800 MHz 64-bit (x64)

2.0 GHz 32-bit (x86)
2.5 GHz 64-bit (x64)

System Memory

512 MB 32-bit (x86)
1.0 GB 64bit (x64)

2.0 GB 32-bit (x86)
4.0 GB 64-bit (x64)

Hard Disk Drive 20.0 GB 40.0 GB

Available Disk Space 10.0 GB 10.0 GB

Disk Drive CD-ROM CD-ROM / DVD-ROM
Screen Resolution SVGA (800 x 600) SVGA (800 x 600)

USB Port USB 2.0 USB 2.0

Software Requirements

Software Minimum Requirements Recommended

Operating System

Microsoft Windows XP
Microsoft Windows Vista
Microsoft Windows 7

Microsoft Windows XP
Microsoft Windows Vista
Microsoft Windows 7

Microsoft Office Excel 2003 2003 or later
Microsoft .Net Framework | 4.0 4.0 or later
FTDI Driver CDM 2.08.02 CDM 2.08.02 or later
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Release Information
%4 3%$* wd2! w20 UPEUI w51 UUB hidial Refeagseddlghdagy@d 101 Uz Uw, EO

Copyright
Copyright © FUTEK Advanced Sensor Technology, Inc. 2011.

Disclaimer

Neither the whole nor any part of the information contained in, or the product
described in this manual, may be adapted or reproduced in any material or electronic
form without the prior written consent of the copyright holder.

This product and its documentation are supplied on an as-is basis and no warranty as to
their suitability for any particular purpose is either made or implied.

This document provides preliminary information that may be subject to change without
notice.

Contact Information

FUTEK Advanced Sensor Technology, Inc.
10 Thomas, Irvine, CA 92618, USA

Toll Free: (800) 23-FUTEK
Telephone:  (949) 465-0900
Fax: (949) 465-0905

Email (All Inquires): futek@futek.com
Website URL: www.futek.com
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